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Benennung 
Denomination 

Technische Daten 
Technical data 

Einheit 
Unit 

R25x75   

Gewicht/Weight 13,6/14,3/14,6 kg    

Länge/Length 610/640/660 mm     

Kolbendurchmesser/Piston diam. 36 mm     

Kolbenhub/Piston stroke 205 mm     

Schlagzahl/Impact frequency 15,8 1/s S22x82,5   

Luftverbrauch/Air consumption 16,3 l/s     

Einsteckende/Shank end R25x75/S22x82,5       

Summenbeschleunigungswert 
Weighted RMS acceleration 

10 m/s² 
    

Schallleistung LWA/Noise level 105 dBA     

 

Eigenschaften & Kundennutzen/Characteristics & Customer benefit: 
Niedrige Schlagzahl & hohe Schlagkraft  => vergleichbare Abtragleistung wie 20 kg-Hammer 
Geringer Luftverbrauch  => niedrige Betriebskosten & Verwendung kleiner Kompressoren 
Schlanke Bauform & ausbalancierter Schwerpunkt => gutes Handling 
Fein dosierbares Anlaufverhalten => feinfühliges & punktuelles Arbeiten möglich 
 

Low beating rate & high beating force => performance comparable to a 20 kg hammer 
Low air consumption => low operating costs & use of small compressors 
Lean design & well balanced barycenter => excellent handling 
Finely dosed starting behavior => enables sensitive & accurate working  

 

Einsatzbereiche/Application area:  
Gießereien, Industriebetriebe, Bauwirtschaft, Bergbau, 
Aufbrechen von sehr hartem Material 
 

Foundries, industrial companies, construction trade, mining, 
Breaking of very hard material 


